
	3 230V – 13.5AMP, 3HP (2.2KW), 2,800 RPM DIRECT DRIVE MOTOR

	3 SUPPORTS 12” AND 14” DIAMETER BLADES WITH 1” OR 60MM ARBOR

	3 CUT UP TO 4” DEEP IN A SINGLE PASS, 5” WITH STEP CUT

	3 RIP CUTS UP TO 51” (130CM) AND DIAGONAL CUTS UP TO 33” (84CM)

	3 MAXIMUM LOAD 485LBS (220KGS)

	3 TOTAL WEIGHT 213LBS (105KG)

	� Rugged Aluminum Table Chassis For Stable Operation With A Long Life

	� The Cutting Head’s Mechanical Vertical Tilting System Allows For Cutting Depth Adjustment

	� Stainless Steel Head Rails And Adjustable Armored Ball Bearings For Smooth And Precision Movement

	� Cutting System’s Side Tilt Capability Eases Up To 45 Degree Cut (Ideal For Miter Cuts)

	� Extremely Reliable, Maintenance Free Magnetic-Induction Water Pump Delivers Ample Water To Both Sides Of Blade

	� Retractable Legs Include A Fall-Protection Device

	� Table Handles And Heavy-Duty Wheels Make Easy Transportation

	� Front, Back And Bilateral Blade Guards Minimize Exposure Of Blade For Safety And Reduce Water Splash
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features
BBS-014
Heavy Duty Rail Saw, 

Ideal For Tile Installers, 
Stone Fabricators and 

Hardscape Contractors

Specifications:

WET RAIL SAW FOR LARGE FORMAT TILES

* Shown with optional 8-Roller Side Table
and Side Countercut accessories


