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SPECIFICATIONS

Model ..............................................AIR-680UW
Air Pressure ................................ 85 PSI (6 Bar)
Air Consumption ................. 15 CFM (425L/min)
Weight ................................... 2.64 lbs (1.2 kgs)
No Load Speed ............................... 4,000 RPM
Air Inlet ............................................. 1/4” BSPP
Water Inlet ........................................ 1/8” BSPP
Spindle ...................................................5/8”-11

EQUIPMENT INCLUDED

Air Hose (15ft / 4.5m)
Water Hose (15ft / 4.5m)
Air Hose (30ft / 9.0m)
Side Handle (reversible)
C-Handle
Double End Wrench (19mm / 22mm)
Screw (w/ O-Ring Seal for Oil Port)
Phillips Screwdriver (P1)
Exhaust Hose with Clamp
Flexible Vacuum Hose (27ft / 8.1m)
Water Quick Coupler w/ Shut Off Valve
Rust Inhibitor Oil (6.7oz / 200ml)
Rotary Backer Pad 7”

UNDERWATER APPLICATIONS

HIGH-PERFORMANCE 
PNEUMATIC POLISHER BUILT FOR

AIR-680UW

AIR-680UW

FL2278 -02/21

Enhanced 
Spindle Shaft 

for Easy 
Tool Removal 

(Wrench Included)

Ergonomic and lightweight 
for better maneuverability 

*Polishing pad not included


